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SUMMARY OF MEETING:
The purpose of the meeting was to discuss suggested

changes to the standard for regidential €O detectors: UL 2034.
(See attached agenda for the meeting) . CPSC staff had provided
recommendations to UL for revision in October 1336 and
International Approval Services had provided recommendations to
UL in August 1996. The suggested changes to UL 2034 had been
published for comment by UL in December 1996, with comments due
to UL by February 14, 1997. The April 1 meeting provided an
opportunity for members of the TAP to provide guidance and advice
to UL in determining whether to revise UL 2034.

Among the topics discussed in detail at the TAP meeting
were: warning signal, must-alarm test points, false-alarm-resist
test points, and glossary and scope. Some discussion ensued
about markings and installation instructions. Other topics on the
agenda were not able to be fully addressed by the TAP because of
time constraints. There appeared to be consensus that the
warning signal should be eliminated, that an additional must-
alarm test point should be added to ensure that consumers were
protected against exposure to CO levels below 100 ppm for a time
period that could lead to a 10 percent COHb levels; that the
long-term low level false-alarm-resist test point should be
changed to 30 ppm for 30 days and that there should be a change
in the short-term false-alarm-resist test point. UL proposed
that from henceforth the standard refer to "CO alarms" rather
than "CO detectors."

UL staff indicated that a meeting report would be
provided by the end of May. UL also indicated that a bulletin
describing proposed changes to the standard would be published
for comment, with a 6- to 8-week comment period. The proposed
changes would be developed on the bagis of the comments received
at the TAP meeting. Once UL received comments on the published
bulletin, a decision would be made as to whether to revise the
standard. UL staff indicated that it was possible that a revised
standard could be available in mid-summer 1997. The revised
standard would include an effective date, yet to be determined.
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